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Hughes 9211 and 9202M Upgrader User Guide (PC)

This document explains how to use the Hughes Upgrader program for the 9211 and 9202M User
Terminal using a PC.

1 Getting and Extracting the Upgrader

The Hughes Upgrader is a zip file that contains the binary software required for software upgrade of the
Hughes 9211 and 9202M User Terminal (UT). Only the software appropriate at time of release is
provided with the upgrader (i.e., it may not include all the upgrade options detailed below).

Once you have the self-extracting zip file, you need to run it to unzip/extract the upgrader and all
supporting files:

To unzip all files in thiz zelf-extractar file bo the

e : Inzi
specified folder press the Unzip button. S

Run Wingip

o:hbgan-#hE.0.0.6 Browse. . Close

[v Owenwrite files without prompting

IInhzip ta falder:

About

Help

i

The destination directory contains the upgrader executable, as well as support files (including this
instruction file). If you used the default destination, the directory should look something like this:

@Qv\ . » Computer » Local Disk (C5) » BGAN-X » 6005 » - |¢,| Search G0.0.6
Organize » Include in library » Share with = Burn MNew folder =R | l@l
%t Favorites Mame ‘ Date modified Type Size
Bl Desktop . Backup 6/5/2019 2:51 PM File folder
{l 4 Downloads = logs 6/5/2019 2:38 PM File folder
| Recent Places || bganx_6_0 0_6.bin 5/3/201910:59 AM  BIM File 3,939 KB
A By’ Hughes_BGAN_Upgrader.exe 4/2/2019 5:44 PM Application 308 KB
4 Libraries L imagebd 6/5/2019 2:51 PM Text Document 1KB
| ;:| Documents Ty Inmarsatico 8/2/200210:38 AM  Icon TKB
J‘. Music %] mscomctl.ocx 7/25/2002 3:18 PM ActiveX control 1,038 KB
= Pictures %] msinet.ocx 5/21/2000 11:00 PM  ActiveX control 114 KB
E Videos %] msvbvrm60.dil 7/25/2002 3:18 PM Application extens... 1,376 KB
%] mswinsck.ocx 7/25/2002 318 PM  ActiveX control 106 KB
18 Computer | README bt 3/26/2019 3:30 PM Text Document 1KB
&L Local Disk () =
J 11 items
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2 Running the Upgrader

Before Running the Upgrader:

@)
@)

h

va

Remove the battery pack from the terminal and connect the DC input.
Connect to the 9211 UT via Ethernet directly to the PC. Note: Do not connect the PC to the UT

through a router.

The SIM may or may not be inserted during the upgrade (optional).
Your PC’s network (Ethernet) interface to the UT should be set to “Obtain an IP Address
Automatically” (i.e., DHCP should be used by the UT to assign your PC an IP address); if your UT
is configured with its on-board DHCP server disabled, you will need to setup an appropriate static
address for your PC instead.
NOTE: If you have changed the IP address of your UT, you must enter the UT IP address in the
upgrader so it knows how to reach the UT. From the Tools menu, select the Configure Modem
Interface option and enter the UT IP address.
NOTE: Be aware that depending on your PC’s operating system (e.g. Windows 7), require you to

run the Upgrader with Administrator rights.

and select Administrator.
NOTE: You may also need to turn OFF your PC’s firewall settings in order to allow the Upgrader
to operate correctly. Also, be aware that various third-party programs may interfere with the

Upgrader’s functions because they act as a firewall.

Run the upgrader by clicking on Hughes_ BGAN_Upgrader.exe:

b

3) Hughes 9211/9202M Terminal Upgrader

)

MHew [B wersion:

File Tools Help
IP Address: | 192.168.128.100
Software
Mew Software version:  Modem 5w version:
| BODE | B.0.0.5
PIC Info
Mew PIC version: Madem PIC version:
| IN&WAILABLE 1116

Modem 1B wersion:

UMENOWH

Mew ATE version:

UMENOWH

Modem ATE version:

| UNAVAILABLE | UNKHOWH
Mew HPA, version: Modem HPA version:
| UNAVAILABLE | LINKHOWH
Antenna Class: Antenna Class:

| UNAVAILABLE | LINKHOWH

Select the items above to Upgrade.

FRestore

[~ Upgrade S

Uparade

|Operation Successiul. Release Info retrieved

Figure 1: Sample Upgrader Screen while in Normal Mode
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Right click on the Upgrader executable to “Run As”
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The Upgrader gives you the option to upgrade the Application Software, and when applicable, the
PIC (Peripheral Interface Controller) Software. If any of these sections on the Upgrader screen

are dim, that means an upgrade to that component is not available/possible at this time (Note: the
IB Info/Software does not apply to the 9211, so these options will always be grayed out).

Upgrader Window Fields:

5
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IP Address field shows the local IP address of the UT. This is the address the upgrader uses
when communicating with the UT. A green circle indicates good Ethernet connectivity, and a red
circle indicates no connectivity. If you are using a custom UT IP address, this value can be
changed in the Tools menu explained below.

Restore button will restore the UT to the prior installed software release, if available.

Upgrade button is used to perform the upgrade in conjunction with the Upgrade selections
(Software and/or PIC; note that the IB Info sections are not applicable to the 9211 UT, and will
always be grayed out).

The status bar at the bottom of Upgrader window provides progress information during the
upgrade process.

3 Performing Upgrade(s):

NOTE:

Do not disrupt any upgrade while it is in progress and ensure the power supply is stable.

To perform an upgrade, select from the available upgrade selections and click the Upgrade

button.

o Upgrades may be selected and performed individually or altogether. The Upgrader will
upgrade each selected component in sequence.

o Unavailable selections are grayed out, dependent on the released software upgrade(s)
provided with the Upgrader package.

Once you click Upgrade, a Pop-up window appears, asking to confirm your choices (the selected
items to upgrade are listed):

r 5
Upgrader: user action required l#]

% Please Confirm your selections.
' Do youwant to proceed upgrading the following items ?

- Software

LS

o Click Yes (No cancels the selection)

Note that if this is the first time you have run the Upgrader (or if you have changed the PC’s
firewall settings), the following may appear:
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= Windows Security Alert

] To help protect your computer. Windows Firewall has blocked
some features of this program.

Do pou want to keep blocking this program?

) Hame: BganX_Upgrader
Publizher: Hughes Network Spstems

Keep Blocking LUnblack, Ak Me Later

windows Firewall has blocked this program from accepting connections fram the
Internet ar a netwark, |F you recognize the program or trust the publisher, you can
unblock it. When should | unblock a program?

Select Unblock to continue.

e The section being upgraded will be then highlighted in green and the upgrade process will begin.

o The Status bar will show a series of progress messages as the upgrade proceeds.

o Please wait for the upgrade(s) to complete. Note that any one Upgrade operation (Software,
PIC, etc) can take up to 10 minutes to complete. Do not interrupt any upgrade since this may
leave the UT in an unknown state.

o Refer to the following figures for sample screens of an upgrade in progress.

r ™
7} Hughes 9211/9202M Terminal Upgrader ﬂ
Eile Tools Help
P hdeess: 192,168.128.100 .
~ Software
MWew Software version.  Modem SW version: &I
| 6006 | B005 [T Upgade 5w/
]
|| ~ PIC Info
I Hew PIC version: Madem FIC version:
[ umavalLaplE | 1118 [T Upgiade PIC
|
rIB Info
| | Mew B version: Maodem 1B version:
| UNKNOWHN | UNKNDWN [ Upgiade 1B P

—Antenna Info

Mew ATE werzion: Modem ATE werzion:

| LIN&MS LABLE | LIMEM O [~ Upgrade Antenna
Mew HPA wersion: Modern HP& version:

| UNewaLABLE | UNKNOWN

Antenna Class: Antenna Class:

[ UmavalLABLE | UNEHDWN

Select the items above to Upgrade. Upgrade

|Preparing Terminal software for Upgrade .

b —

Figure 2: Sample Screen for Normal Mode Upgrade in Progress
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Software version field should show the updated version. The Status bar should show Operation

huGa

o When the upgrade completes, the green highlight disappears. A few moments later, the New

Successful. Release Info retrieved.

3} Hughes 9211/9202M Terminal Upgrader

=)

File Tools Help

IP Address: |
Software

MNew Software version:

192.168.128.100

Modem S'W wersion:

| 6.0.0.5

PIC Info

Mew PIC wersion:

| E0.0E

Madem PIC versioh:

I || UnavaLABLE

Mew [B version:

11186

tadem IB version:

UMEMDWM

MNew ATE version:

LMEMDWM

tadem ATE wersion:

| UMavAILABLE

Mewy HP& version:

| UNENDwH
todem HPA version:

[ UmavalLAELE

Arterna Clazs:

| LUMKNDWH

Artenna Clazs:

Restore

[~ Upgrade 5w/

| UWavAILAELE | UNKNDWH

S

Select the items above to Upgrade.

|Dperation Successful. Releaze Info retrieved!

Figure 3: Sample screen for Successful Upgrade Example

e At this point, the upgrade has completed.
o If multiple upgrade selections have been made, the Upgrader will continue with the next
upgrade in the sequence.
e Check the Upgrader window and verify that the updated version matches the new version
supplied with the Upgrader.

Upgrader Menu Descriptions:

+ File drop-down menu:
o Upgrade Selections — same as Upgrade button
Restore Software — same as Restore button
Upgrade Antenna (Standalone) — (not applicable to 9211)
Upgrade IB (Standalone) — (not applicable to the 9211)
Upgrade PIC (Standalone) — same as Upgrade PIC checkbox
o Exit — exits the Upgrader
« Tools drop-down menu:
o Configure Modem Interface — allows you to enter the IP address of the UT. Default is
192.168.128.100
o Get Software Version — refreshes the Upgrader window and displays software versions
currently installed and available for upgrade from the Upgrader
o Reset Modem — reboots the UT

O O O O
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« Help drop-down menu:
o About Upgrader — displays Upgrader version
o Troubleshooting — displays help page for connectivity issues:

Troubleshooting Instructions for Connectivity Issues u

| e S
W' there still is a connectivity issue, please follow the procedures below to

restore connectivity.

'6 If the Upgrader and BGAN-X Terminal are configured properly, but

9202 Platform:
- Force the unit into BOOTROM mode by performing the following:
1. Rernove the Battery and DC-cord.
2, Press and hold the 'Audio’ (right-most) button.
3. Plug in the DC-cord and leave the 'Audio’ button depressed for at
least 10 sec.
4. Release the 'Audio’ button.
- At this point the display should show 'ManualBypass' indicating
BOOTROM mode.
- Even if the display shows nothing, connect and re-attempt the |
Upgrade in this mode.
- If connectivity still fails, repeat the procedure, except in Step 3, after
plugging in the DC cord, wait 3 sec, then press the 'Power' button for 3

sec while holding the "Audio’ button (and leave the 'Audio’ button i
depressed for 7 more sec after releasing the 'Power’ button).

- Once the Upgrade is complete, the Terminal will return to normal

operation. I

4 Troubleshooting:

1. If the following dialog box appears, disable any firewall on your computer and re-attempt the
upgrade.

BGAN-X Satellite IP Modem Upgrader =l

": FTP timeout,
.

Pawer down and power up the Satelite IP Madem.
Gek systemn version using Tools menu before rektrying.
Close and restart Upgrader if ervor repeats,

2. If you see an error regarding a missing component, such as MSWINSCK.OCX,
MSCOMCTL.OCX or similar, right click on the Hughes_ BGAN_Upgrader.exe file and run the
upgrader as administrator.

Contact Hughes:

Email:
MobileSatelliteSupport@hughes.com
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